FOR CONTRACT NO.: 10-0W6104

INFORMATION HANDOUT

MATERIALS INFORMATION

ALTERNATIVE IN-LINE TERMINAL SYSTEM

ALTERNATIVE FLARED TERMINAL SYSTEM

Water Source

ROUTE: 10-Alp-88-0/7.5



, . ITEM |QTY BILL OF MATERIALS ITEM NO.
SKT—=SP—-MGS Terminal I 6" W6X9 Posts, 12" Blocks and 12 gage W—Beam Required A 1 | IMPACT HEAD S3000
‘ B 1 | W—BEAM GUARDRAIL END SECTION, 12 Ga. | MGS—SF1303
6 —3" . 6 —3" i 6 —3" | 6 —3" 6 —3" i 6 —3" C 1 | FIRST POST TOP (6X6X3” Tube) TPHP1A
| ] T D 1 | FIRST POST BOTTOM (6’ W6X15) TPHP1B
! \ ~ t m m [‘ m —| E 1 | SECOND POST ASSEMBLY TOP UHP2A
[ Shaun == =T =T F | 1 | SECOND POST ASSEMBLY BOTTOM HP3B
/ G 1 | BEARING PLATE E750
H 1 | CABLE ANCHOR BOX S760
Length of Need PLAN J | 1 | BCT CABLE ANCHOR ASSEMBLY E770
TRAFFlC HARDWARE (ALL DIMENSIONS IN INCHES)
a 2 |5/16 x 1 HEX BOLT GRD 5 B5160104A
End of Payment b | 4 [5/16 WASHER WO0516
(H,_m(8), n(8), o(16) for Installation c | 2 [5/16 HEX NUT NO516
d 9 |5/8 Dia. x 1 1/4 SPLICE BOLT (POST #2)| B580122
@ @ @ @ @ @ e 1 |5/8 Dia. x 9 HEX BOLT GRD 5 B580904A
@ f 3 | 5/8 WASHER w050
®\ K g | 10 [5/8 Dia. H.G.R NUT NO50
—A. h 1 | 3/4 Dia. x 8 1/2 HEX BOLT GRD A449 B340854A
= % — i i j 1 | 3/4 Dia. HEX NUT NO30
k 2 |1 ANCHOR CABLE HEX NUT N100
\® | 2 |1 ANCHOR CABLE WASHER W100
B E m 8 | CABLE ANCHOR BOX SHOULDER BOLT SB58A
/® ﬂ@ = @) n 8 |1/2 A325 STRUCTURAL NUT NO55A
C[)\ 2 o 16 |1 1/16 OD x 9/16 ID A325 STR. WASHER | WO50A
(WA GENERAL NOTES:
Soil Plate on t1) AI! boltls,tnutshc.?:btle aslsemplieiis, cable anchors and
. earing plates shall be galvanized.
|| Downstream Side ELEVAT' O N 2. Theglcfwer sections o?the Posts 1&2 shall not protrude
more than 4 in above the ground (measured along a 5' cord).
Site grading may be necessary to meet this requirement.
3. The lower sections of the hinged posts should not be driven
with the upper post attached. If the post is placed in a drilled
hole, the backfill material must be satisfactorily compacted to
m "B ’_ﬁ prevent settlement.
I B | m ’ﬁ 4. When competent rock is encountered, a 12" & post hole,
L— o m "ﬁ 20 in. deep cored into the rock surface may be used if
o) approved by the engineer for post 1. Granular material will be
placed in the bottom of the hole, approximately 2.5" deep to
[ O to 24" Rail Offset Over 50’ provide drainage. The first post can be field cut to length,
0 to 18" Rail Offset Over 37.5° placed in the hole and backfilled with suitable backfill. The soil
OPTIONAL FLARED INSTALLATION plate may be trimmed if equired. i here e s
. . A site evaluation should be considered if there is less than
25:1 maximum flare rate 25' between the outlet side of the terminal and any adjacent
driving lane.
6. The breakaway cable assembly must be taut. A locking
device (vice grips or channel lock pliers) should be used to
prevent the cable from twisting when tightening nuts.
o
G
: > 0 5
~
a Sheet:
e, g, (2 | SKT-SP-MGS Terminal 1
— Midwest Guardrail System (>0
31" Top of Rail =
Post #1 Connection Detail Impact Head Connection Detail SECTION A—A Road Systems, Inc. JRR
— Big Spring, TX Drawing Name: Scale: Rev:
Post #2 o B AT SKT-SP-S-MGS None 0




GENERAL NOTES: [TEM |QTY| BILL OF MATERIALS |ITEM NO. |
1. Breakaway posts are required with A | 1 [IMPACT HEAD [ sso000 |
(K, m(8), n(8), o(16)) End payment for installation the SKT. , B | 1 | W—BEAM GUARDRAIL END SECTION, 12 Ga. | S1303 MGS
Length of need 2. All bolts, nuts, cable assemblies, C |5 |'W—BEtAM GUARDRAL. 12 Ca 51203 MoS
cable anchors and bearing plates shall - -
@ /@ be galvanized. D | 2 | FOUNDATION TUBE E731
m ’:H ’:H ’:H ’:H H 3. The SKT can be flared at a rate of E 2 | BCT WOOD POST P650 MGS
— ot — — o — o o up to 25:1 to prevent the impact head F 1 | GROUND STRUT E780
from encroach!ng on the shoulder. G 6 | CRT WOOD POST P671 MGS
4. The foundation tub't'-:s shall not m T | BEARING PLATE £750
protrude more than 4" above the ground
(measured along a 5' cord). Site grading J 1 | PIPE SLEEVE E740
50 ft may be necessary to meet this K | 1 JcaBLE ANCHOR BOX S760
PLAN requirement. . L 1 | BCT CABLE ANCHOR ASSEMBLY E770
TRAFFIC —== 5. When rack is encountered, a 12" @ M | 6 | MGS TIMBER BLOCKOUT OR EQUIV. P618
post hole, 20" into the rock surface may HARDWARE (ALL DIMENSIONS IN_INCHES)
be used if approved by the engineer. —_————————
Granular material will be placed in the g 24 [5/8¢ x 1 1/4 SPLICE BOLT B580122
@ @ @ @ @ @ @ Standard i ; bottom of the hole, approximately 2.5" b | 2 |5/86 x 7 1/2 HEX BOLT B580754
75 in —— 75 in 75 in ——— 75 in — 75 in 75 in 75 in — 75 in andard fine posts deep to provide drainage. The first two c 2 |5/88 x 10 HEX BOLT B581004
posts can be field cut to length, placed d 1 |5/8¢ x 10 H.G.R. BOLT B581002
;r:jg;i 2&'@ ifc‘)‘r‘n ZZifggeg;:gnal e | 6 |5/80 x 22 H.G.R. BOLT B582202
A 5. excavated from the hole. f 35 | 5/8¢ H.G.R._NUT NOS0
H| 6. The breakaway cable assembly must ) 7 | H.G.R. WASHER WOs0
be taut. A locking device (vice grips or h 2 |1 ANCHOR CABLE HEX NUT N100
channel lock pliers) should be used to j 2 |1 ANCHOR CABLE WASHER W100
(I_—)/ K| ;_)reven_t the cable from twisting when K 2 |3/8 x 3 LAG SCREW £350
— ®/’ g?h:\e;'tgger\'/‘:li'ﬁon should be m | 8 | CABLE ANCHOR BOX SHOULDER BOLT SB58A
considered if there is less than 25' n 8 |1/2 A325 STRUCTURAL NUT NOSS5A
\C@ =B, between the outlet side of the terminal o |16 ]1 1/16 OD x 9/16 ID A325 STR. WASHER| WO50A
a’): f1(8 and any adjacent driving lane.
A : 8. The soil tubes may be driven with an
— approved driving head. They shall not
E LE\/A‘H O N be driven with the post in the tube.

9. The wood blockouts should be

"toe-nailed" to the rectangular wood

posts to prevent them from turning

when the wood shrinks.
, ) W—Beam Guardrail

[ 2 / ©/ h
d, f, g
®©
s GROUND LINE O
~ | ® @/ 25" ‘-\\\,\\\
POST #1 CONNECTION DETAIL IMPACT HEAD CONNECTION DETAIL o ) Z/O
GROUND LINE = ~’E>; 1/k2 @
R Foes
o F
| 50 ft ' &
‘ SECTION B-B
m ’ﬂ Posts 3 thru 8
i e m ’:H m m
-0 to 24" Rail Offset . . 1 . Sheet:
Sequential Kinking Terminal
OPTIONAL FLARED INSTALLATION SKT - Assembly Al
25:1 i fl t SECTION A-A "12/01/04
-1 maximum riare rate Post 42 _ _ Midwest Guardrail System /01/
os —_— -
Road Systems, Inc. Wood Post System B JRR
Big Spring, TX :
Phone: 432-263-2435 Drawing Name: Scale: Rev:
or Phone: 330-346-0721 SKT-MGS-W-US NONE 0




4 | \ 4 2 | 1
8X SHEAR BOLTS ATTACH SLIDER BRACKET ITEM NO. PART NUMBER _ DESLR]PHUN ; QY [ UOM
PART OF ITEM 2. pGOAI{E%NLTgANEETDAOSF SLIDE GUARDRAL PANEL P/O ITEM 1 1 BSI-1301252-KT X-Tension Terminal Comp, 31 in 1 |EACH
OVER END OFGUARDRAIL 1 SECURE IN 2 K070202 X-Tension Hordware Kit, GT 1 _|EACH
SHOWN, ENSURE THAT HEX [ . GT,
NUTS ARE AWAY FROM Ehécﬁg ?WET H,f‘Eq;?%RTES :ﬁ% 8;50 & K070206 X-Tensicn System Hordware Kit, 1 |EACH
TRAFFIC SIDE TRAFFIC SIDE. 4 K070210 X-Tension GT Guordrail EACH
3 BO61100 BSl, I-Beam Post, Middle, X350 EACH
D 6 MANXTT X-TENSION Installation Mgnual EACH
POST & BLOCKOUT USING A PRY BAR TURN FRICTION PLATE P/O ITEM 1
P/O ITEM 4 - REMOVED ANGLED BRACKET COUNTER CLOCKWISE UNTLL [T |s COMPLETEL
DETAL 'C' WHEN SLIDING GUARDRAL 1 WITH . AGANST LOCKING MECHANISM, SECURE IN PLACE
SLIDER PANEL OVER GUARDRAL 2. DETAL 'B 1 USING 4% BOLTS P/O ITEM 2 0~ SIDE OF IMPACT
TIGHTEN CABLE ASSEMBLIES UNTIL REATTACH ANGLE BRACKET. HEAD WELDMENT.
HEY ARE NOT VISIBLY SAGGING
BETWEEN. BOSTS. (IULRE TCRO ORI SLIER PANEL ON TRACFIC SIDE NO BLOGKOUT AT POST 1
. REQUREMENT FOR THE CABLES). EII'JEI%DRA? gm SIDE OF
WHEN MOUNTING IMPACT HEAD
WELDMENT TO GUARDRAL ENSURE
THAT HEX NUTS P/O ITEM 3 ARE
ON TRAFFIC SIDE. eI
CABLE BRACKET
P MELI USE_BLOCKOUTS TO HOLD HEAD
B/O ITEM 1. R %ﬁEA'R%HﬁLSE Es WELOMENT UP WHILE BOLTING DETAL ‘A 1
DETAL D AND BLOCKOUTS IT TO THE GUARDRAL PANEL AND PASS CABLE ASSEMBLY UNDER THE STEEL
;Eﬁ?gRiREHSL H‘JES':?DE POST & BLUCKOUT FOST 1 ?IEEBTJG%NT;?EH?)'EESNRT FRDNT ESDFSEW b
c OF GUARGRAL PANEL. SEE DETAL 'C P/0 ITEM 4 BETAL B 2 SEE DETAL A 18 A2 GROND STRUT. THEN PASS CASLE ASSEMBLY

SEE DETAL B 1& B 2

THROUGH_LOWER HOLE IN HEAD
ELDMENT AND THROUGH FRICTION PLATE AND
QUT THE B SIDE OF THE IMPACT HEAD,
(REPEAT FOR SE ABLE ASSEMBLY TO

A N—se€ DETAL O -
REF. STRING LINE

OFFSET POST 3 i 1.’2“ AWAY
FROM TRAFFIC TO MAKE IT
EASIER TO PUSH GUARDRAIL
WITH SLIDER PANEL OVER
GUARDRAL 2.

Ll /2"

\—OFFSET POST 2 AWAY FROM
TRAFFIC PER DIMENSION SHOWN.

PASS THROUGH UPPER COLE I MPAACT HEAD
WELDMENT?, SOUARE WASHER

LB 1/2 ON THS SIDE. ROUND

ASHER ON OTHER SIDE.

~

ki T
. I} o | i £ Tn | fron | R |
- v GO BUTS gy p
| 3 3 Ve KX
5X 40 1/8" REF. G-LJ
< 63 1/4" %
BEGIN STANDARD HIGHWAY * 68 1/8
WBEAN BADRA POST 6 POST 5 POST 4 POST 3
POST SOIL ANCHOR __
NOTES: UNLESS OTHERWISE SPECIFIED. Lk i S AL %IJNDSAY" 35 v".,;f“ﬁ%gﬂég;gg%z )
1. SYSTEM TO BE INSTALLED PER MANUFACTURER SPECIFICATIONS. g:pm% %ESRH“S %@ﬁf“&ﬂ@‘ RS FMy A £ M\ massromanen oo reborisyslemaie o
i IWIERRET DRENSIONS. AND X-TENSION GUARDRAIL TERMINAL SYSTEM
Mo % R CBLE BRACKET ISEE DETAL D) Do NOT TIGHTEN APPROVALS i o STEEL POST WITH COMPOSITE BLOCKOUT
THE CABLES AT THE FRONT OF THE GROUND ANCHOR. ANN BY: NMV THRD ANGLE PROVECTION 31" RAIL HEIGHT
3. WHEN DRIVING STEEL POST, ENSURE THAT A DRIVING TWONE—— 2708713 o Rl hakied B3 RV, |
CAP WITH TINBER OR PLASTIC INSERT IS USED TO PREVENT — @ E} 02—
BAMAGE TO THE GALVANIZING TC THE TOP OF THE POST. el T 3 B XTGTSSS B
PR DATE: 2/08/13 00 NOT ScAE oRAG |REV | ECN® DATE T50 | P 1 0F
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Appendix A - System Configuration, 37’ 6” MGS

Lindsay Transportation Solutions Sales and Services, Inc (888) 800-3691 [U.S. toll free] or +1 (707) 374-6800
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Rail Exit on
Traffic Side

Fl —
LEAT SP—MGS Terminq[

6,—3" 6' W
\__/‘\6’_3" \T\ 6X9 Stee) Posts, 19"

Block
6 —3” S and 12 Gage W—

Length of Need

37'—6" Straight Flare

Beam Required

TRAFFIC

(H, m(8), n(8), o(16)

End of Payment
for Installation

® ® ©) ®

@

= 'ﬂ\® T ~
@\ “:® (d(8), g9(8)
| e on CLEVATION

d, g, f
® H
N~
<

h, j o
{ e,

2N
SECTION A—A

Post #2

Impact Head Connection Detail

ITEM |QTY BILL OF MATERIALS ITEM NO.
A | 1 [IMPACT HEAD F3000
B | 1 | W—BEAM GUARDRAIL END SECTION, 12 Ga. | MGS—SF1303
C | 1 |FIRST POST TOP (6X6X4” Tube) TPHP1A
D | 1 |FIRST POST BOTTOM (6’ W6X15) TPHP1B
E | 1 | SECOND POST ASSEMBLY TOP UHP2A
F | 1 | SECOND POST ASSEMBLY BOTTOM HP3B
G | 1 |BEARING PLATE E750
H | 1 | CABLE ANCHOR BOX S760
J | 1 [BCT CABLE ANCHOR ASSEMBLY E770

HARDWARE (ALL DIMENSIONS IN_INCHES)

a | 2 [5/16 x 1 HEX BOLT GRD 5 B5160104A
b | 4 [5/16 WASHER W0516
c | 2 [5/16 HEX NUT NO516
d | 9 [5/8 Dia. x 1 1/4 SPLICE BOLT (POST #2)| B580122
e | 1 [5/8 Dio. x 9 HEX BOLT GRD 5 B580904A
f | 3 [5/8 WASHER WO050
g | 10 [ 5/8 Dia. H.G.R NUT NO50
h 1 3/4 Dia. x 8 1/2 HEX BOLT GRD A449 B340854A
i | 1 [3/4 pia. HEX NUT NO30
k | 2 |1 ANCHOR CABLE HEX NUT N100
I | 2 [1 ANCHOR CABLE WASHER W100
m | 8 | CABLE ANCHOR BOX SHOULDER BOLT SB58A
n | 8 [1/2 A325 STRUCTURAL NUT NO55A
o [16]1 1/16 OD x 9/16 ID A325 STR. WASHER | WO50A

GENERAL NOTES:

1. All bolts, nuts, cable assemblies, cable anchors and
bearing plates shall be galvanized.

2. The lower sections of the Posts 1&2 shall not protrude
more than 4 in above the ground (measured along a 5' cord).
Site grading may be necessary to meet this requirement.

3. The lower sections of the hinged posts should not be driven
with the upper post attached. If the post is placed in a drilled
hole, the backfill material must be satisfactorily compacted to
prevent settlement.
4. When competent rock is encountered, a 12" & post hole,
20 in. deep cored into the rock surface may be used if
approved by the engineer for post 1. Granular material will be
placed in the bottom of the hole, approximately 2.5" deep to
provide drainage. The first post can be field cut to length,

placed in the hole and backfilled with suitable backfill. The soil
plate may be trimmed if required.
5. The breakaway cable assembly must be taut. A locking

device (vice grips or channel lock pliers) should be used to
prevent the cable from twisting when tightening nuts.

g, f(2

Post #1 Connection Detail

Road Systems, Inc.

Big Spring, TX
Phone: 432-263-2435
or Phone: 330-346-0721

Sheet:
FLEAT-SP-MGS Terminal !
H : Date:
Midwest Guardrail System %, 4,
31" Top of Rail —
y:
JRR
Drawing Name: Scale: Rev:
FLT-SP-S-MGS None 0




7511

/‘\
(K, m(8), n(8), o(16) )

Rail

traffic side

37'—6" Straight Flare

TRAFFIC

Q(%

S

POST #1 CONNECTION DETAILS

Standard line posts

ELEVATION

IMPACT HEAD CONNECTION DETAIL

CRIAE) N

GROUND LINE

W—Beam Guardrail

AN

&
of

SECTION A—-A
Post #2

A o
d o

GROUND LINE O

I
/Lo
3 1/2"

Breakaway
Holes

SECTION B-—B
Posts 3 thru 6

1. Breakaway posts are required with the FLEAT.

2. All bolts, nuts, cable assemblies, cable anchors and
bearing plates shall be galvanized.

3. The foundation tubes shall not protrude more than 4 in
above the ground (measured along a 5' cord). Site grading
may be necessary to meet this requirement.

4. When rock is encountered, a 12" @ post hole, 20 in into
the rock surface may be used if approved by the engineer.
Granular material will be placed in the bottom of the hole,
approximately 2.5" deep to provide drainage. The first two
posts can be field cut to length, placed in the hole and
backfilled with adequately compacted material excavated
from the hole.

5. The breakaway cable assembly must be taut. A locking
device (vice grips or channel lock pliers) should be used to
prevent the cable from twisting when tightening nuts.

6. The soil tubes may be driven with an approved driving
head. They shall not be driven with the post in the tube.

7. The wood blockouts should be "toe-nailed" to the
rectangular wood posts to prevent them from turning when
the wood shrinks.

ITEM |QTY BILL OF MATERIALS ITEM NO.
A 1 | IMPACT HEAD F3000
B 1 | W—BEAM GUARDRAIL END SECTION, 12 Ga. | F1303 MGS
c 2 | W—BEAM GUARDRAIL, 12 Ga. G1203 MGS
D 2 | FOUNDATION TUBE E731
E 2 | BCT WOOD POST P650 MGS
F 1 | GROUND STRUT E780
G 4 | CRT WOOD POST P671 MGS
H 1 | BEARING PLATE E750
J 1 | PIPE SLEEVE E740
K 1 | CABLE ANCHOR BOX S760
L 1 | BCT CABLE ANCHOR ASSEMBLY E770
M 4 | MGS TIMBER BLOCKOUT OR RECYC. EQUIV. P618

HARDWARE (ALL DIMENSIONS IN INCHES)

qQ 16 | 5/86 x 1 1/4 SPLICE BOLT B580122
b 2 |5/88 x 7 1/2 HEX BOLT B580754
c 2 [5/8p x 10 HEX BOLT B581004
d 1 |5/86 x 10 H.G.R. BOLT B581002
e 4 |5/86 x 22 H.G.R. BOLT B582202
f 25 | 5/8¢ H.G.R. NUT NOS0
q 5 | H.G.R. WASHER W050
h 2 |1 ANCHOR CABLE HEX NUT N100
j 2 |1 ANCHOR CABLE WASHER W100
k 2 [3/8 x 3 LAG SCREW E350
m 8 | CABLE ANCHOR BOX SHOULDER BOLT SB58A
n 8 |1/2 A325 STRUCTURAL NUT NOS5A
o 16 |1 1/16 OD x 9/16 ID A325 STR. WASHER | WO50A
GENERAL NOTES:

Road Systems, Inc.
Big Spring, TX
Phone: 432-263-2435
or Phone: 330-346-0721

Sheet:
Flared Energy Absorbing Al
Terminal - FLEAT Assembly —
Midwest Guardrail System 12/01/2004
Wood Post System By:
JRR
Drawing Name: Scale: Rev:
FLT-MGS-W-US None 0




PN 30006 BILL OF MATERIAL
OFFSET NOTES: o
1) POST OFFSET DIMENSIONS ARE GIVEN TO THE CENTER OF THE TRAFFIC FACE OF POSTS, EXCEPT 8 PN | oY DESCRIPTION
AT POSTS #7 & #8, WHERE DIMENSION IS TO CENTER OF THE TRAFFIC FACE OF THE BLOCKOUTS. = PN 907G 7G 3 [12/6°/FLG PROTECTOR (AT POST 2, 4 & 6)
2) GUARDRAIL BETWEEN POST 1-7 IS ON A STRAIGHT LINE FLARE. S 306 | 1 [12/12'6/S SRT-1 (GUARDRAIL)
g 396 1_[12/12'6/S SRT-2 (GUARDRAIL)
FIRST LINE POST OF APPROVED g 700A | 1 | CABLE ANCHOR BRACKET
31" HIGH GUARDRAIL SYSTEM PN 9960G 907G | 1 | 12/BUFFER/ROLLED (TERMINAL)
(POST #7 NOT INCLUDED WITH SRT) g 30006 | 1| 3/4 x 66" CABLE
~2
35 32406 | 2_|5/16" WASHER (AT POST 1)
ol 32456 | 2 [5/16" HEX NUT (AT POST 1)
e A\ 33006 [ 12 [5/8 WASHER
& Ly A\[33406 | 67 |5/8" HEX HGR NUT
— — % 33606 | 52 |5/8"¢ x 1 1/4" HGR SPLICE BOLT
! = 33806 | 8 [5/8"0 x 11/2" HEX HD BOLT
DEFLECTOR ANGLE (HIGH END) OF SLOT GUARD SHOULD BE TRAFFIC Q A\ 34006 | 4 [5/8%x 2" HGR POST BOLT (AT POSTS 1, 2 & 4)
POSITIONED Ir(AMEDIATEL)Y DOWNSTREAM OF SLOTS. GUARDRAuT_OPFf\gSETLSs QRE Nf‘l;: A;TACHED PN 7G ATTACHED TO POST 2, 4 & 6 = 53916 |2 [3/8% x 13/ HEX BOLT (A325) (AT STRUT)
, 3, T 39006 | 2 [1" WASHER (AT CABLE)
| 6-3" | 6-3 | 63" | 6-3" | 6-3" | 6-3" | 63" [ MEASURED AT 39106 | 2 |17 HEX NUT (AT CABLE)
i i . i i i i = | BACK OF RAIL 4211 | 2 |5/16°0 x 1 3/# HEX BOLT (AT POST 1)
| | STANDARD 31" H GUARDRAIL | SRT-31 N3sos | D PN 33606 | C | ,B| PN 33606 & PN 33406 PN 33606 & PN 33406, | 44196 | 1|5/ x 1 3/4" COUNTERSUNK HD BOLT (AT POST 6)
! |~ (SEE NOTE ABOVE AT POST #7)_L I—Ii& PN 308 1 % PN 33406 |1 i T _L
F—--—- 1 — - — - —-— AR P— T F— AR 9960G | 4 |SLOT GUARD BRACKET
I | e o Il (RN o it - o (] | o |——| Izn—o—| g 3
[ | L N far | . | ! H / ! : H ho— \I ea— |} : II e ﬁ ( 109676 | 1 [12/94.5/31.5/5 SR1—3 (GUARDRAIL)
—--—- -—--—tﬁ-—r—--—--—;\l--—— ———-- | | | | 150006 | 5| 60" SYT POST (W6 X 8.5)
o " i i i i i 33909G| 1 |CABLE ANCHOR BRACKET (AT POST 1)
i|i i|i :I: /.-I\ | I | 33875G| 1 _|ANGLE STRUT 3 x 3 x 1/4
[ \ AFTER FINAL ASSEMBLY, 34052A] 1 [CR POST 1 BOT (W6 x 15)
H ™ RECHECK CABLE TO
| | | | ! ! \\ | |,l L PN 109676 1 L PN 39G 1 1 PN 3OGJ PN 34'054(;_/ | | PN 3380G W/PN 33406 BE SURE IT IS TAUT 34053A 1 CR PQST 1 TOP (WS X 8.5)
L L i |T I I I I I I I I g:gélo[?J:?GPHN?UE(;%APN 3380G | | AND HAS NOT RELAXED. 34054G| 1 [POST SHELF ANGLE (AT POST 2)
PN 4419C & PN 3340G PN 3360G & PN 33406 ! I
! ! ! ! ! !BOLT THRU RAIL AND FLANGE / | | H H | | 6 REQD AT EACH PN 99606 | |  BOLT HEADS ON TRAFFIC SOE |
[ 1 ! ' PROTECTOR AT POST 6 11 11 11 11 I 1
I I I I I |
|_| |_| |_| L LI LI L [ A 11
I
® @ ® ® ® ©) & |
D C B : :
I
POST YIELDING HOLES I PN3900 & PN39106
AT GROUND LINE GROUND LINE PN 150006 (SYTP YIELDING POSTS) L 1 WASHER & NUT AT EACH END OF CABLE
@ TRAFFIC SIDE —_| .
\/\ PN 34053A
POSTS SHORT LEG ORIENTED OVER
®-® PN 306 T0P EDGE OF POST PLATE. N
PN3400G W/PN3340G~(2 EACH REQD)
PN4419G W/PN3340G PN 76 DO NOT ATTACH RAIL TO POST 2 PN 34053A PN 339096 ~— PN4211G W/PN3240 & PN32456
BOLT THRU RAIL AND FLANGE ~{
PROTECTOR AT POST 6 DO NOT ATTACH RAIL TO POST —— PN3400G W/PN33406 NG
_— PN34006 W/PN3340G 5 =— —/=
DO NOT ATTACH RAIL TO POST 4 E ( _— PN 9076 @’é PN 338756
PN 150006 I
/ —
PN 109676 PN 39 PN 306 \ 8
PN 76 PN 76 7§ m W
Il
PN 338756
PN 150006 — | PN 150006 — | PN 150006 — | PN 340546 L] G I
I PN3391G W/PN3340G & (2) PN3300G
» Il WASHER UNDER BOLT HEAD & NUT
. - d W & ) | ! i
A\ NN\ N XN/\\ KA 7\ 7Y NN\ - — \4’\”\4,\
L
G
= PN33916 W/PN3340G & (2) PN3300G VIEW "G-G”
= WASHER UNDER BOLT HEAD & NUT (@ POST #1)
N 4 | BT | LH [10/6/10] OFFSET POSTS #7 & #8
¥ A 3 | BT | LH |2/26/09 REVISED HARDWARE
%o _/ N 2 | S6 | LH |7/28/08 REMISED POST # LENGTH IN GROUND
PN 34052A = T EIETEE /16/08 REVISED HARDWARE QUANTITY IN BILL OF MATERIAL
n REV. | CHK'D REMARKS
— — — — OO S=T-=1
DRAWN BT
SLOTTED RAIL TERMINAL SRT-31 (31" H) D 5
ERECTION DETAILS ST T——
SECTION "D-D” SECTION "C—C” SECTION "B-B” SECTION "A—A" ENLARGED VIEW @ POST #1 (3 PANELS, CR AND SYT POSTS) W 10/30/07
@ POST #2
(@ PoST #6) (‘@ PosT #4) (@ POST 43 & 5 ) ( ) The drawings and the information shown thereon are copyrighted by Trinity ENG. FILE # S5436-01E
Highway Products (2010) and the sole property of Trinity Highway Products. A TRINITY HIGHWAY PRODUCTS; LLC. SHT.No. E1 OF 1
Neither the drawings nor such information is to be used for any purpose 2525 STEMMONS FREEWAY DRAWNG 1O, .
other than that for which it was specifically furnished from Trinity Highway ‘ ' DALLAS, TX 75207 g :
Products, LLC., nor is any reproduction authorized without written permission. SS 436 4




4 | \ 4 2 | 1
8X SHEAR BOLTS ATTACH SLIDER BRACKET ITEM NO. PART NUMBER _ DESLR]PHUN ; QY [ UOM
PART OF ITEM 2. pGOAI{E%NLTgANEETDAOSF SLIDE GUARDRAL PANEL P/O ITEM 1 1 BSI-1301252-KT X-Tension Terminal Comp, 31 in 1 |EACH
OVER END OFGUARDRAIL 1 SECURE IN 2 K070202 X-Tension Hordware Kit, GT 1 _|EACH
SHOWN, ENSURE THAT HEX [ . GT,
NUTS ARE AWAY FROM Ehécﬁg ?WET H,f‘Eq;?%RTES :ﬁ% 8;50 & K070206 X-Tensicn System Hordware Kit, 1 |EACH
TRAFFIC SIDE TRAFFIC SIDE. 4 K070210 X-Tension GT Guordrail EACH
3 BO61100 BSl, I-Beam Post, Middle, X350 EACH
D 6 MANXTT X-TENSION Installation Mgnual EACH
POST & BLOCKOUT USING A PRY BAR TURN FRICTION PLATE P/O ITEM 1
P/O ITEM 4 - REMOVED ANGLED BRACKET COUNTER CLOCKWISE UNTLL [T |s COMPLETEL
DETAL 'C' WHEN SLIDING GUARDRAL 1 WITH . AGANST LOCKING MECHANISM, SECURE IN PLACE
SLIDER PANEL OVER GUARDRAL 2. DETAL 'B 1 USING 4% BOLTS P/O ITEM 2 0~ SIDE OF IMPACT
TIGHTEN CABLE ASSEMBLIES UNTIL REATTACH ANGLE BRACKET. HEAD WELDMENT.
HEY ARE NOT VISIBLY SAGGING
BETWEEN. BOSTS. (IULRE TCRO ORI SLIER PANEL ON TRACFIC SIDE NO BLOGKOUT AT POST 1
. REQUREMENT FOR THE CABLES). EII'JEI%DRA? gm SIDE OF
WHEN MOUNTING IMPACT HEAD
WELDMENT TO GUARDRAL ENSURE
THAT HEX NUTS P/O ITEM 3 ARE
ON TRAFFIC SIDE. eI
CABLE BRACKET
P MELI USE_BLOCKOUTS TO HOLD HEAD
B/O ITEM 1. R %ﬁEA'R%HﬁLSE Es WELOMENT UP WHILE BOLTING DETAL ‘A 1
DETAL D AND BLOCKOUTS IT TO THE GUARDRAL PANEL AND PASS CABLE ASSEMBLY UNDER THE STEEL
;Eﬁ?gRiREHSL H‘JES':?DE POST & BLUCKOUT FOST 1 ?IEEBTJG%NT;?EH?)'EESNRT FRDNT ESDFSEW b
c OF GUARGRAL PANEL. SEE DETAL 'C P/0 ITEM 4 BETAL B 2 SEE DETAL A 18 A2 GROND STRUT. THEN PASS CASLE ASSEMBLY

SEE DETAL B 1& B 2

THROUGH_LOWER HOLE IN HEAD
ELDMENT AND THROUGH FRICTION PLATE AND
QUT THE B SIDE OF THE IMPACT HEAD,
(REPEAT FOR SE ABLE ASSEMBLY TO

A N—se€ DETAL O -
REF. STRING LINE

OFFSET POST 3 i 1.’2“ AWAY
FROM TRAFFIC TO MAKE IT
EASIER TO PUSH GUARDRAIL
WITH SLIDER PANEL OVER
GUARDRAL 2.

Ll /2"

\—OFFSET POST 2 AWAY FROM
TRAFFIC PER DIMENSION SHOWN.

PASS THROUGH UPPER COLE I MPAACT HEAD
WELDMENT?, SOUARE WASHER

LB 1/2 ON THS SIDE. ROUND

ASHER ON OTHER SIDE.

~

ki T
. I} o | i £ Tn | fron | R |
- v GO BUTS gy p
| 3 3 Ve KX
5X 40 1/8" REF. G-LJ
< 63 1/4" %
BEGIN STANDARD HIGHWAY * 68 1/8
WBEAN BADRA POST 6 POST 5 POST 4 POST 3
POST SOIL ANCHOR __
NOTES: UNLESS OTHERWISE SPECIFIED. Lk i S AL %IJNDSAY" 35 v".,;f“ﬁ%gﬂég;gg%z )
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i IWIERRET DRENSIONS. AND X-TENSION GUARDRAIL TERMINAL SYSTEM
Mo % R CBLE BRACKET ISEE DETAL D) Do NOT TIGHTEN APPROVALS i o STEEL POST WITH COMPOSITE BLOCKOUT
THE CABLES AT THE FRONT OF THE GROUND ANCHOR. ANN BY: NMV THRD ANGLE PROVECTION 31" RAIL HEIGHT
3. WHEN DRIVING STEEL POST, ENSURE THAT A DRIVING TWONE—— 2708713 o Rl hakied B3 RV, |
CAP WITH TINBER OR PLASTIC INSERT IS USED TO PREVENT — @ E} 02—
BAMAGE TO THE GALVANIZING TC THE TOP OF THE POST. el T 3 B XTGTSSS B
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From: Mark Gonzales [mailto:MarkG@gardnervillewater.org]
Sent: Wednesday, November 05, 2014 9:26 AM

To: Emukpoeruo, Donald O@DOT

Subject: RE: Water Source Agency

Mr. Emukpoeruo,
Re: Construction Water Supply, Gardnerville Water Company, Gardnerville, Nevada

The Gardnerville Water Company operates a 24/7 construction water fill station located at 1579 Virginia
Ranch Road, Gardnerville, Nevada. Construction water can only be taken from this facility within the
Gardnerville Water Company District Service area serving the Town of Gardnerville, Nevada. The
facility has an overhead fill and a 2 % inch fire connection. Contractors who wish to utilize the GWC
water fill station must request and fill out an Application for Tanker Water and return the completed
form to the Gardnerville Water Company at 1579 Virginia Ranch Road, Gardnerville, Nevada 89410 or
fax the completed form to GWC at 775-782-2491. Construction water is billed out on a monthly basis at
$3.00 per 1,000 gallons.

For more information on Applications for Tanker Water, contractors may call our office at 775-782-2339.
If you wish additional information, please call me at the above listed number.

Mark Gonzales, P.E.
Manager/Engineer
Gardnerville Water Company
markg@gardnervillewater.org
775-782-2339




Estimated Water Usage for Water Availability Request

WATER USE ESTIMATE

Project information

Contract Number

10-0W6101

Project Identifier Number

1012000019

County/Route/PM

ALP/88/0.0-7.5

Estimate Prepared By

Eric Olson

Estimate Date and Time:

12/2/2014 13:15

Base Rates Used For Calculating Estimated Required Water

Bid Item / Work Activity Base Rates | Unit of Measure
Roadway Excavation
(Embankment) 30 Gal/CY
Aggregate Base & Subbase 15 Gal/lCY
Dust Control 2 Gal/SQYD/Day
Subgrade Compaction 10 Gal/lSQYD
Hot Mix Asphalt Compaction 7 Gal/Ton
Concrete 25 GallCY
Cold Planning Pavement 0.5 Gal/'SQYD
Grind Concrete Pavement 6.5 Gal/lSQYD
Groove Concrete Pavement 1.5 Gal/lSQYD
Estimated Water Required for Bid Item / Work Activity
. - . Estimated Water
Bid item / Work Activity EstlmaFed Quantity Unit of Required
Quantity Measure
(Gallons)
Roadway Excavation
(Embankment) 161 cY
| _Aggregate Base & Subbase 0 Cy
Dust Control Area 0 SQYD
Dust Control Days 0 days
Subgrade Compaction 0 SQYD ol
Hot Mix Asphalt Compaction 41,803 Ton 292,621
Concrete 70 CcY 1,750
Cold Planning Pavement 252,819 SQYD 379,229
Grind Concrete Pavement 0 SQYD ol
Groove Concrete Pavement 0 SQYD of

Note: Include only concrete tha

t could be produced at a portable plant on the projects site.

Project Estimated Total Unit of
Water Required Measure
678,430 Gallons
90,693 CF
2,568 M3
2.08 Acre-foot

Water Availability Estimate Water Usage.xIs
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