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INFORMATION HANDOUT 
INSERT: contract number ending in phase number 4. Road includes District–County–
Route–Post Mile. Project ID phase number 1. 

For Contract No. 12-0P2504 
At 12-Ora-405-3.7/3.9 

 

Identified by 
Project ID 1215000058 

 

 

MATERIALS INFORMATION 
Material Report for University on ramp to SB 405 Freeway, Irvine, Orange County 

Material Report Supplemental 
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Lam, David H@DOT

From: Lam, David H@DOT
Sent: Friday, November 13, 2015 9:32 AM
To: Panah, Bahman J@DOT
Subject: RE: 95% PS&E comments for EA 0P2501- University Drive Onramp Widening

 
Hi Bahman, 
Per phone conversation today (11‐13‐15)  
The following section will be used: 0.2 feet RHMA‐G, 0.9 feet HMA type A, 0.9 feet AB 
 
Thanks, 

Wtä|w _tÅ? P.E. 
Project Engineer 
Design Branch "C" 
CALTRANS-District 12 
949-724-2192 
 

From: Panah, Bahman J@DOT  
Sent: Friday, November 13, 2015 8:54 AM 
To: Lam, David H@DOT 
Cc: Baseghi, Behdad@DOT; Cugini, Matthew Q@DOT; Bazargan, Bob@DOT 
Subject: RE: 95% PS&E comments for EA 0P2501‐ University Drive Onramp Widening 
 
Hi David, 
Again the OGFC was recommended to match the existing. There probably was a reason they put it there, perhaps a prior 
safety projects. 
As for the section creating sump, that is questionable? It is possible that water gets there, but the existing sections do 
not have drainage layer or edge drain. 
One recommendation would be to use the following section with thicker HMA layer which will be more expensive. I also 
eliminated the AS. 
0.1 HMH‐O, 0.2 feet RHMA‐G, 0.9 feet HMA type A, 0.9 feet AB 
Or we can provide an edge drain which is not very economical for only one lane. We also have had problem with 
them if not maintained properly and it gets clogged up. 
We always provide AS, it is the contractor decision to change it to AB if it more economical. Sometime we have a thick 
layer of AS to overcome expansive soil. 
 
 

From: Lam, David H@DOT  
Sent: Tuesday, November 03, 2015 1:29 PM 
To: Panah, Bahman J@DOT 
Subject: 95% PS&E comments for EA 0P2501‐ University Drive Onramp Widening 
 

Hi Bahman, 

Would you please response to Construction comments below.  

Thanks,   
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003            Plans                Sheet X-1               Proposed type 1 section has a proposed open grade surface that serves 

no                           
                                                                 purpose and should be deleted. 

  004          Plans                Sheet X-1               Proposed type 1 section has a proposed depth that will create a sump 

for                            
                                                                 water to collect and saturate the subgrade, causing the section to  
                                                                 deteriorate. Please modify the section to fix this issue. 

  005          Plans                Sheet X-1               type 1 section has too many grading planes. Consolidate materials 

to                                 
                                                                 reduce the cost to construct. 

  006          Plans                Sheet X-2               Section sta 38+92 to 44+37, proposed type 1 section with open 

grade                               
                                                                 material will conflict with the construction of the MVP that does not have  
 
 

Wtä|w _tÅ? P.E. 
Project Engineer 
Design Branch "C" 
CALTRANS-District 12 
949-724-2192 
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